
The handy Dräger P3 pressure tester allows for quick differential
pressure measurements. The ideal tool for service and maintenance
performs a variety of measuring tasks.

Dräger P3
Pressure measurements
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Multifunction button

Pressure hose connection Pressure hose connection

LC display, 3 ½ digit

Clip
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Long operating time
The operating time of typically 80 hours ensure you are always ready for duty. 

Ergonomic housing
The light weight and practical size set the Dräger P3 apart. Scaled down to the essential, the one-button 
operation allows

Product advantages

Flexible application
Depending on the device model, the Dräger P3 performs leak and loading tests on gas and liquefied petrole-
um gas lines according to DVGW TRGI 2008 and TRF 2012. Flue draught measurements, pressure testing and 
measuring pressure drops in gas streams complete the performance spectrum of the versatile pressure tester.

Device options
- Dräger P3 200 mbar
- Dräger P3 1.5 bar
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Accessory

Leather bag with magnet

Equipment case

Dräger P4000
The Dräger P4000 is suitable for testing natural gas lines, liquefied
petroleum gas lines and drinking water systems. It has all the measuring
programs for frequently used tests in accordance with the regulations.
It is characterised by its light weight and handy size. It further features a
colour touch screen.
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Related product groups

Gas pressure hose, 1.0 m PVC hose
For measuring gas and flow pressure
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Technical Data

Display LC display, 3½ digit

Power supply 9 V alkaline monobloc battery

Operating time Up to 80 h

Operation temperature + 5 °C … + 40 °C

Storage temperature - 20 °C … + 50 °C

Air pressure 800 ... 1,100 hPa

Humidity 10-90 % RH non-condensating

Dimensions Approx. 113 x 65 x 23 mm (wxhxd)

Weight Approx. 140 g

Connection Pressure different connector; P3 5 bar: Rectus plug NW 2.7

Device Type Measuring Range Resolution Accuracy Max. gauge 
pressure

Dräger P3 200 mbar - 19.99 … + 19.99 mbar
- 25.0… + 199,9 mbar

0.01 mbar
0.1 mbar

- 19.99 … + 19.99 mbar:

< 100 mbar:

> 100 mbar:

± 0,5 mbar or  
1 % of MV¹
± 0,5 mbar or  
1 % of MV¹
2 % of MV¹

750 mbar

Dräger P3 1.5 bar - 199.9 … + 199.9 
mbar
-250...+1,499 mbar

0.1 mbar
1 mbar

 250 … + 1,499 mbar: ± 0.5 mbar or  
2 % of MV¹

4,000 mbar

Dräger P3 5 bar - 0.499 … + 1.999 bar
+ 2 ... + 4.99 bar

0.001 bar
0.01 bar

- 0.499 … 4.99 bar: ± 0.01 bar or 
2 % of MV1 

7,5 bar

1 = Measuring Value
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Notes

Dräger MSI GmbH
Rohrstraße 32
58093 Hagen, Germany

www.draeger-msi.de

AUSTRALIA
Draeger Safety Pacific Pty. Ltd.
8 Acacia Place
Notting Hill VIC 3168
Toll-free +61 1800 DRAGER
(1800 372 437)
Fax +61 1800 64 74 84

CANADA
Draeger Safety Canada Ltd.
2425 Skymark Ave
Mississauga, Ontario, L4W 4Y6
Tel +1 905 821 8988
Toll-free +1 877 Drager 1
(+1 877 372 4371)
Fax +1 905 821-2565
Toll-free Fax +1 800 329 8823

P. R. CHINA
Draeger Safety Equipment
(China) Co., Ltd.
A22 Yu An Rd, B Area,
Tianzhu Airport Industrial Zone, 
Shunyi District, Beijing 101300
Tel +86 10 80 49 80 00
Fax +86 10 80 49 80 05

FRANCE
Dräger Safety France SAS
25, rue Georges Besse
92182 Antony Cedex
Tel +33 1 46 11 56 00
Fax +33 1 40 96 97 20

MEXICO
Draeger Safety S.A. de C.V.
Av. Peñuelas No. 5 Bodega 
No. 37
Fraccionamiento Industrial
San Pedrito
Querétaro, Qro México
Tel +52 442 246-1113
Fax +52 442 246-1114

NETHERLANDS
Dräger Safety Nederland B.V.
Edisonstraat 53
2700 AH Zoetermeer
Tel +31 79 344 46 66
Fax +31 79 344 47 90

REGION ASIA PACIFIC
Draeger Safety Asia Pte Ltd.
67 Ayer Rajah Crescent #06-03
Singapore 139950
Tel +65 68 72 92 88
Fax +65 65 12 19 08

REGION CENTRAL
AND SOUTH AMERICA
Dräger Panama S. de R.L.
Complejo Business Park,
V tower, 10th floor
Panama City
Tel +507 377-9100
Fax +507 377-9130
contactcsa@draeger.com

REGION MIDDLE EAST, AFRICA
Dräger Safety AG & Co. KGaA
Branch Office
P.O. Box 505108
Dubai, United Arab Emirates
Tel +971 4 4294 600
Fax +971 4 4294 699
contactuae@draeger.com

SPAIN
Dräger Safety Hispania S.A.
Calle Xaudaró 5
28034 Madrid
Tel +34 91 728 34 00
Fax +34 91 729 48 99

UNITED KINGDOM
Draeger Safety UK Ltd.
Blyth Riverside
Business Park
Blyth, Northumberland
NE24 4RG
Tel +44 1670 352-891
Fax +44 1670 356-266

USA
Draeger Safety, Inc.
101 Technology Drive
Pittsburgh, PA 15275
Tel +1 412 787 8383
Fax +1 412 787 2207

HEADQUARTERS
Drägerwerk AG & Co. KGaA
Moislinger Allee 53-55
23558 Lübeck, Deutschland

www.draeger.com

 


